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L.N. 86 of 1963

THE LEGAL PRACTITIONERS ACT, 1962
(1962, No. 33) +

Entitlement to Practise as Barristers and Solicitors
(Federal Officers) Order, 1963

Commencement : 25th July, 1963

In exercise of the powers conferred by subsection 4 of section 2 of the
Legal Practitioners Act, 1962, the Attorney-General of the Federation hereby
makes the following order— -

 

1. This order may be cited as the Entitlement to Practise as Barristers Shorttitle.
and Solicitors (Federal Officers) Order, 1963: .

2. The holder for the time being of each of the offices in the Public Entitlement
Service of the Federation set out in the Schedule hereto shall be entitled to practise.
to practise as a barrister andsolicitor for the purposés of that office.

SCHEDULE
Deputy Solicitor-General

Deputy Director of Public Prosecutions .
Principal Crown Counsel

Legal Training Officer

Senior Crown Counsel.
Crown Counsel

Pupil Crown Counsel

First Parliamentary Counsel

Parliamentary Counsel
Senior Assistant Parliamentary Counsel
Assistant Parliamentary Counsel -
Legal Secretary to the Governor-General
Federal Administrator-General

Legal Adviser in all Ministries

Assistant Legal Adviser, Senior Legal Assistant or Legal Assistant in
all Ministries |

Registrar of Titles

Assistant Registrar of Titles

Registrar of Companies

Registrar of Ships

Maneat Lagos this 25th day of July, 1963.

T. O. Extas,
<lttorney-General of the Federation

Le.4
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L.N. 87 of 1963

MERCHANT SHIPPING ACT, 1962

The Merchant Shipping (Navigational Warnings) Rules, 1963

Commencement : 25th Fuly, 1963 | |

In exercise of the powers conferred by section 240 (1) of the Merchant
Shipping Act, 1962, the Federal Minister of Transport hereby makesthe follow-
ing Rules— ~

1. These rules may be cited as the Merchant Shipping (Navigational
Warnings) Rules, 1963, and shall apply to all Nigerian ships andother ships
while they are within the waters of Nigeria.

2. In these rules, unless the context otherwise requires—

“coast radio station” means a coast station intended to receive communi-
cations from ships by means ofradio;

“coast station’? means a station situated on land for the purpose of
receiving communications from ships ;

“tropical storm’ means a hurricane, typhoon,cyclone, or other storm of .
a similar nature.

3.—(1) The master of every Nigerian ship shall, on meeting with dangerous
ice, a dangerous derelict, a tropical storm or any other direct danger to
navigation send byall means of communication at his disposal information
relating to the matters set out in the Schedule to these Rules and the master
of any such ship shall be deemed to have met with a tropical storm if he has .
reason to believe that there is such a storm in hisvicinity.

(2) Such information shall be sent to ships in the vicinity and to the person.
in charge for the time being of the nearest coast station with which it is
possible for the ship to communicate. If that station is not a coast radio
station, the information shall be accompanied with a request that it be sent
forthwith to the nearest coast radio station.

(3) Such information shall be sent by the master of the ship in English or
by means of the International Code Signals (Volume II—Radio Signalling).

(4) Such information, when sent by the master of the ship by means of
radio, shall commencewith an indication of the nature of the danger to which
it relates and shall be preceded bythe safety signal consisting, if the informa-

. tion is sent byradio telegraphy, of the group TTT in the Morse Code,
repeated three times, with the letters of each group and the successive groups
clearly separated from. each other, or if the information is sent by radio-
telephony, of the spoken word “Srcurrre” (pronounced “SaycurrTay”)
repeated three times.

SCHEDULE (Reg.3 (1))
INFORMATION REGARDING NAVIGATIONAL DANGERS

A, On meeting with dangerous ice, a dangerous derelict, or any other
‘direct danger to navigation (except a tropical storm) the master of the ship
shall send informationrelating to the following matters—

(1) The kind ofice, derelict, or other danger observed.

(2) The position of the ice, derelict or other danger whenlast observed.
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(3). The Greenwich Mean Time and date when the observation was
made.

B. On meeting with a tropical storm the master of the ship shall send
information relating to the following matters—

(1) The position of the storm so far as it can be ascertained, together
with the Greenwich Mean Timeand date when the storm was encountered.

(2) Theposition, true course and speedofthe ship whentheobservation
was made.

and in addition the master of the ship shall send as much of the following
information as lies within his power—

,
(3) The barometric pressure, with an indication whether such pressure

is given in millibars, inches or millimetres and whether the reading is
corrected or uncorrected.

(4) ‘The change in barometric pressure.during the previous three hours.

(5) The true direction of the wind. ~

(6) The wind force according to the Beaufort Scale.

(7) Thestate of the sea (smooth, moderate, rough,or high).

(8) The swell (slight, moderate or heavy) and the true direction from
which it comes.

(9). The period or length of the swell (short, average or long).
t

Daten at Lagosthis 25thdayof July, 1963.
'

R. A. Nyjoxv,
Federal Minister of Transport

EXPLANATORY NOTE

Thése rules stipulate the type of information to be given by masters of
Nigerian and other ships in Nigerian territorial waters in respect of naviga-tional dangers in conformity with the provisionsof the International Conven-
tion for the Safety of Life at Sea, 1948.
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REGULATIONS,1963

ARRANGEMENT OF REGULATIONS

Part [--GENERAL

. Short title and application.

. Interpretation.

Classes of ships.

Part IJ—Cass I Suips

Class I ships.

. Position of passenger accommodation.

. Lighting, ventilation and heating.

. Drinking water tanks.

. Sheathing ofsteel or other metal deck.

. Waterclosets.

. Otherfacilities.

. Numberof passengers.

. Fourth class and deck passengers.
. Guard rails and stanchions.

Part IIlI—Ctass II Surps

. Class IT ships.

Position of passenger accommodation.

. Lighting ventilation, etc., of class II ships.

. Waterclosets, etc.

. Aling spaces.

. Other facilities.

. Numberofpassengers.

. Fourth class and deck passengers.

. Cattle.

. Guard Rails. .

. Carriage of motorvehicles.

. Limitation on numberof passengers.

Part IV—Cuass III Snips

. Class IIT ships.

. Numberof passengers,

. Sheathing of steel or metal decks.

. Design and construction.

30, Fourth-Class and Deck Passengers.
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32.
33.
34,

35.
36.
37.
38

39,
40.
41.

42,

43,

. Position of deck passenger accommodation.

45,

. Numberof deck passengers.

47.
48,

49,

. Fees.

51.

52.

53,

54.
55.

56.

57,
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Part ¥—Crass IV Sues

Class IVships.
Numberof passengers.
Numberof passengers in undecked or open vessels.

Numberof passengers for ferries,

Marking of numberof passengers allowed.
Sundeck.

Fuel Oi, |. -

Toilet facilities, etc.
Guardrails.

Steering.

Dangeroffire.

Part VI—Suips oF Ciasses V, VI anp VII
Ships of classes V, VI-and VII.

Cargo ships require deck passengercertificate.

Sanitary arrangements,etc.

Notice of number of deck passengers.
Crew labour, - _

Carriage of dangerous goods.

Parr VII—Ctass VIII Surps _
Class VIII ships.

Part VIII—MiscELLangous

Shelter for deck passengers.

Narrow spaces,

Stability of ships.
Fire-fighting appliances.
Passengerlists. .

Penalty.
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L.N. 88 of 1963

. MERCHANT SHIPPING ACT, 1962

The Merchant Shipping (Carriage ofPassengers)
Regulations, 1963

Commencement : 25ih July, 1963

In exercise of the powers conferred by section 427 (b) of the Merchant
Shipping Act, 1962, the Federal Minister of Transport hereby makes the
following regulations—

Part I—GENERAL
1. These regulations maybe cited as the Merchant Shipping (Carriage of

Passengers) Regulations, 1963, and shall apply to Nigerian ships and to all
other ships arriving at or proceeding from any port in Nigeria except—

(a) ships in respect of which there is in force a Safety Convention Certi-
ficate authorising them to carry passengers ; and

(6) pleasure yachts.

2. In these regulations—

“approved” means approved by the Government Inspector of Shipping.
“cabin passenger” means a passenger—

(a) who has been issued with a duly signed contract ticket in a form
which may be prescribed by the Minister;

(6) whose contracted fare amounts to at least twenty-five pounds for
the entire voyage or is in the proportionof at least sixty-five shillings
for every thousand miles of the length of the voyage;

(c) who is provided with a fixed berth in enclosed passenger accom-
modation ; and

(d) to whose exclusive use there has been allocated at least thirty-six
clear superficial feet of deck space;

“deck passenger” means a passenger other than a. cabin passenger, who
is accommodated on the weather deck and for whom there is no fixed
berth provided ; and

“fourth-class passenger”? meansa passenger, other than a cabin passenger,
who may be accommodated either on or below the weather deck and for
whom there is no fixed berth provided.

3. The classes of ships referred to in these regulations shall be the sameas
those defined in the Merchant Shipping (Lifesaving Appliances) Rules, 1963.

Parr II-—Crass I Suips
4. The provisions of this Part of these regulations shall apply to class I

ships.

5.—(1) Passengers shall not be carried on more than one deck below the
waterline and berthed passengers shall not normally be accommodated within
one-eighth ofthe registered length of the ship from the fore side of the stem.

(2) Lamp rooms, paint rooms, and spaces used forthe storage of inflam-
mable oils shall not communicate directly with passenger accommodation
by doors or passageways, or he so situated as to be in any way a dangerto
passengers.



(3) Passengers shall not be berthed or accommodated in a spaceadjoining
an oil fuel bunker unless the space is separated from the bunker by an
additional steel vapour-proof bulkhead, so arranged that the space’ between
the two bulkheads is well ventilated and accessible: Provided that if the
bunkerbulkhead is of all welded construction the additional bulkhead need

notbefitted.

(4) Passenger accommodation may, however, be situated on a deck forming
the crown of an oil fuel space if the deck is oiltight and the passenger spaces
are especially well ventilated and contain no manholes or openings to the oil
fuel spaces and the flooring is of a material and thickness approvedfor such

_ positions.

(5) Where passenger accommodation is adjacent to cargo spaces, coal
bunkers, store rooms, lamp rooms,paint roomsor spaces usedfor the storage
of inflammable oils, it shall be separated from such spaces by gas-tight steel
bulkheads and decks and the provisions of the Merchant Shipping (Crew
Accommodation) Rules 1963 relating thereto shall apply to passenger accom-
modation as it does to crew accommodation.

6.—(1) All passenger accommodation shall be efficiently ventilated and
lighted during both day and night. Natural lighting shall normally be
provided where circumstances permit but, should this be impracticable,
such space may be accepted for the accommodation of passengersif suitably
lighted by artificial means. Spaces in which provision is not made for
sufficient light and air in all circumstances may not be accepted for the
accommodation of passengers.

(2) Passenger accommodation shall be fitted with efficient heating arrange-
ments : Provided that the Government Inspector of Shipping may exempt
any ship from the provisions of this paragraph if he ts satisfied that heating
arrangements are not necessary dueto the service in which the ship is engaged.

7.—(1) In every ship to which these regulations apply, drinking-water
shall be éffectively protected against contamination. The overflow pipes
from drinking water tanks shall in no case be allowed to discharge into the
bilges and the air pipes shall be led to a position clear of possible contamina-
tion, The upper endsoffilling pipes shall not terminate flush with a deck
butshall be carried up well clear of the deck. :

(2) Sewage and sanitary arrangements shall be such that there is no
possibility of any overflow or leakage from such systems being liable to
contaminating drinking water. In no case shall a manhole to a drinking-
water tank be situated in a space containing a sewage tank.

8. Steel or other metal decks forming the floors or crowns of enclosed
spaces in which passengers are accommodated shall be sheathed with wood
or with an approved composition. Crowns of passenger accommodation
which are exposed to the weather shall be sheathed with wood two and a
quarter inches thick, or some other substance of equivalent composition.

9. A sufficient number of water closets shall be provided in manner
approved by the Surveyor for use only by passengers. If the Surveyor is
not satisfied of the adequacyor efficiency of any such provision he shall
submit his views to the Government Inspector of Shipping whose decision
on the matter shall be final.
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10,—(1) Washing facilities, dining rooms, recreation rooms, lounges,
ready-use baggage rooms and hospitals shall be provided for the use of,
and be madeavailableto all passengers in a manner approved bythe Surveyor.
who, before approving such provisions may take into consideration the

' various classes of passengers and the intended voyage. If the Surveyoris
in any doubt as to the adequacyof such provisions he shall submithis report
to the Minister whose decision on the matter shall be final.

(2) Airing space shall be set apart, either on the upper decks or on a poop
or bridge deck, for the use of cabin passengers on the scale of twenty-four
square feet for each passenger. This space shall not be included in the
area available for deck passengers.

11.—(1) The numberofproperly constructed fixed berthsfitted for passen-
gers shall determine the number of passengers to be allowedin each.class of
passengers (other than fourth class passengers) if a reasonable amount of
floor space in the sleeping rooms for each passenger is provided. The
total space, excluding airing space, allocated for the exclusive use of cabin
passengers shall be such as to provide at least thirty-six clear superficial
feet per passenger. In assessing the total space, surveyors may includeall
enclosed spaces such as saloons and recreation rooms,etc.,; allocated to each
class.

(2) Small berths suitable for children may be permitted, if an owner so
desires, on condition that the total space allocated for the exclusive use of
such passengers is at least thirty-six clear superficial feet for every two
children allowed, and the berths are at least of the following dimensions—

Age of Child Size of Berth

1-3 years bees .. 3 ft. 6in.x1 ft. 4 in.
3-8 years .. .- .. .. 4ft. 6in. x1 ft. 6 in.
8-12 years . + . -. 5 ft. 3 in. x1 ft. 8 in.

In everycaseit shall be ensured that there is no dangerof a child being thrown.
out of a berth by the motion of the ship.

12.—(1) Fourth-class passengers may be carried on ships of Class I, on
coasting voyages only, between ports in Africa and in Asia, or ports in South
and Central America or in the West Indian Islands. Such passengers may
be unberthed;or on suitable voyages, carried on deck.

(2) ‘The number of fourth-class passengers to be allowed for any space
below the weather deck shall be determined by dividing the clear area of
the deck in square feet by fifteen. '

(3) If it is proposed to carry deck passengers on decks exposed to the
weather, the numberof passengers to be allowed for any space on such decks
shall be determined bydividing the clear area of the deck in square feet by
twelve. In this case the length of the deck shall be measured between points
within which the Surveyor considers the area fit for the safe and proper
accommodation of deck passengers. “The points between which the breadths



are to be taken shall be the inner edge of the waterwayor raised covering
board, or the inner edge of the rail whicheveris the furthest inboard, and the
“clear area” shall be the area which remains after that occupied byall encum-
brances, such as hatchways, skylights, companions, machinery casing, wheel,
windlass, binnacles, masts, ventilators, navigating space, dunnage for luggage,

boats carried inboard,fittings for cattle, etc., have been deducted : Provided
that clear hatchways may be includedin the space if the Surveyoris satisfied
that such hatchways are securely battened down and comply with paragraphs
18 to 24 inclusive of the Merchant Shipping (Load Line) Rules, 1963. No

part of a forecastle deck shall be included in the measurements for deck

passengers, and if the ship has no forecastle the foremost ordinate of the
space measured shall not be nearer the fore side of the stem than one-eighth

of the ship’s registered length. No deck space may be measured over which

the berthed passengers require to pass in going from their quarters to the
-water closets or to the airing space set apart for their use. The aggregate —
length of all the spaces measured for unberthed passengers, whether below
or above the weather deck, shall not exceed the registered length of the ship.

(4) Airing space shall be set apart, either on the upper deck or on a poop
or bridge deck for the use of fourth-class passengers at the rate of notless
than six square feet for each passenger. ‘This space shall not be included
in the area available for deck passengers. ,

(5) Spaces below the weather deck shall not be included in the measure-
mentfor unberthed passengers unless theyare suitablylighted and ventilated, _
haying regard to the special circumstances of the intended voyage, and have

adequate entrances andexists, due regard being given to paragraph87 of the

Merchant Shipping (Passenger Ship Construction) Rules, 1963, The
surface of unsheathed steel decks may be included in the measurements

for fourth-class or deck passengers if the surveyoris satisfied that the weather
conditions within the intended limits are notlikely to be such as to cause

hardship to such passengers. ~

(6) Suitable closets fitted with an efficient water service shall be provided

for the exclusive use of fourth-class and deck passengers. When female

passengers are carried, separate closets shall be provided for their use. If

separate closets are not provided the passengercertificate will state that only
male fourth-class or deck passengers may becarried.

(7) In every ship to which these regulations apply thestatutory rules and

regulations regarding watertight subdivision andlife-saving appliances shall
be complied with.

(8) Deck passengers may not be allowed on any voyage which extends

further north or south thanlatitude 50° in summerorlatitude 40° in winter. —

(9) A clearly legible painted notice in the following terms shall be displayed

in each ‘space measured for deck or fourth-class passengers during the

period when the passenger certificate is in force—

“The deck from this mark tO -.scccccscccsseeueencasecine ee wma ies ss tnaie

CONTAINS _issensrnceeceenunnnssonneSQuare feet and is certified for ..... .........deck:
fourth-class passengers, when not occupied bycattle, cargo or other
encumbrances.
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When cattle, cargo, stores or other encumbrances are carried in this
space, the numberof passengers shall be reduced by one for every twelve
square feet so occupied.”

13. In order to comply with the provisions of the Merchant Shipping
(Passenger Ship Construction) Rules, 1963, relating thereto, Class I ships
shall be provided with guard rails and stanchions and bulwarksas follows :—

(a) where guard rails and stanchionsare fitted, the top of the uppermost
rail shall not beless than three feet six inches high, and therails shall not be

* more than nineinches apart, unless strong netting is provided ; and

(5) where bulwarks are fitted, they shall be at least three feet six inches
high and the freeing ports therein shall be fitted with suitable grids for the
protection of persons on board. "

-Part IJJ—Ctuass II Suirs

14, ‘The provisions of this Part of these regulations shall apply to class II
ships.

15.—(1) The Surveyor shall only measure spaces for the accommodation
or carriage of passengers which he considersfit and proper for that purpose.

(2) Not more than three decks, including the tops of deck houses, shall be
measuredfor passengers, without the written permission of the Government
Inspector of Shipping. .

(3) Portions of any decks which extend beyond the sidesor endsofsupport-
ing deck houses or beyond the main hull of the ship or are carried only on |
stanchionsor frames, may be measured only if the Surveyoris satisfied that
the structuresare of sufficient strength andarefit for the carriage of passengers.

(+) Forecastle decks or any space nearer to the fore side of the stem than
one-eight of the ship’s registered length shall not be included in the measure-
ments for passenger space.

(5) In well-deck ships the deck spaces between the forecastle and raised
quarter deck, bridge house or poop as the case maybe, shall not be included
in the measurements for passengers unless the deck is, in the opinion of the
Surveyor, sufficiently high above the load waterline to renderit fit for passen-
ger accommodation.

(6) Regulation 4 shall applyto class II ships.

16. Regulation 6 (1), 7 and 8 shall-apply to class II ships.



17.—(1) The numberof water closets provided for each class shall not be
less than the following :—

(a) two water closets for up to 50 passengers;
(5) three water closets for 51 to 100 passengers ; and —

(€) one water closet for each additional 100 or part of 100 passengers.

(2) A urinal or an extra water closet shall also be providedfor every 100or
part of 100 passengers carried in eachclass. 1

' (3) A proportion of water closets shall be set apart for use by women
only, and these shall be so marked on the outside. Where such water closets
are entered from a deck or compartment which is used by male passengers
and crew,the arrangementshall be such as to ensure privacy. |

(4) Clear passagewaysto the waterclosets shall always be maintained.

(5) The water closets shallbe large enough, clean, well lighted, ventilated
and drained in a manner approved bythe Surveyor.

- (6) Water closets and urinals erected on deck for the exclusive: use of
passengers whichare exempted from inclusion in the ship’s tonnage shall be
permanently and conspicuously marked outside to indicate their purpose and
to the effect that they are for passengersonly.

18. In Class II ships on voyages on which the time between leaving one
port and arriving at the next exceeds 10 hours, promenadeor airing space for
each class of passengerat the rate of three square feet perpassenger shall be
reserved on deck for the total number of passengers accommodated in .
enclosed accommodation and this space shall not be included in the area
measured for deck passengers.

19. Paragraph (1) of Regulation 10shall apply to Class IT ships.

20.—(1) The number of passengers allowed in cabins and compartments
fitted with either fixed berths or sofas constructed for sleeping berths shall be

determined by the numberof berths, if there is seventy-two cubic feet of
space for each passenger andthe berths are not in more than twotiers.

(2) Paragraph (2) of Regulation II shall apply to class II ships except that

the space factor for children shall be seventy-two cubic feet for every two

children.

21.—(1) ‘Fourth-class passengers maybecarried in class II ships, and the

provisions of Regulation 12 shall apply to such ships except that—

(a) the numberof fourth-class passengers that may be accommodated in

any space below the weather deck shall be determined bydividing the clear
area of the deck in square feet by 12 ; a

(b) the numberof passéngers that maybe carried on an open deck shall

be determined by dividing the clear area of the deck in square feet by9.

(2) In every ship to which this régulation applies the statutory rules and

regulations regarding watertight subdivision and life-saving appliances shall

be complied with.

22.—(1) When cattle are carried on the open deck the space they occupy
shall be effectively shut off from the passenger spaces by bulkheads, wooden
partitions or by similar means. The partitions may not be closed but

efficient washboardsto prevent dungor urine from spreading to the passenger

spaces shall befitted.

ties.
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(2) If cattle are carried under cover on the same deck level as passengers
they shall be separated from the passenger space bya fixed or portable close
bulkhead running athwartships and extending from deck to deck or by other -
effective means.

(3) If cattle are carried either in the between decks or holds, the passenger
space shall be effectively shut off from the cattle space and separately venti-
lated.

23. Regulation 13 shall apply to Class II ships.

24. In no case shall motor vehicles be carried in covered spaces measured
for passengers, or in sheltered spaces set aside for passengers. Spaces set
aside exclusively for the carriage of motorvehicles shall not be includedin the
spaces measured for passengers.

25. The total number of passengers allowed to be carried in any Class ITI
ship shall not exceed the number which denote the gross tonnage ofthat ship.

Part [V---C1ass ITT Sues.

26.—(1) The provisions of this Part of these regulations shall apply to
Class IIT ships.

(2) The provisions of regulations 5, 6, 7, 13, 15, 17, 20, 21 and 22 shall
apply to Class III ships.

27. The instructions for the measurement of spaces and the determination
of the numberof passengers shall be the sameas those laid down for Class II
ships in Regulations 20 and 21.

28. Thefloors and crowns of spaces in which passengers are accommodated
shall comply with the requirements of regulation 8, but wood sheathing less
than two and a quarter inches thick may, subject to the approval of the
Government Inspector of Shipping, be allowed on exposed decks forming
the crowns of passenger accommodation. If exposed decks ofsteel or other
metal on which passengers are carried are not covered with wood or some
other material of approved composition, provision shall be made to prevent
passengers from slipping.

29. Class III ships shall be so designed and constructed,that in the opinion
of the surveyor, they are capable of withstanding any weather conditions
they may, or are liable to, encounter.

30. Class IIT ships may beallowed to carry fourth-class or deck passengers
in accordance with the provisions of Regulation 21.

Part V.---CLass IV Suips

31.-(1) The provisions of this Part of these regulations shall apply to
Class IVships. ;

(2) The provisions ofregulations 5, 6, 7 and 15 shall apply to Class IV ships.

32.—(1) In fully decked ships, the number of passengers shall be ascer-
tained in the same wayas for Class III ships, except that—

t
e



(a) the area of cabin and deck space intended for the use of saloon or
cabin passengers shall be—

(¢) for a voyage of more than 12 hours duration, 24 superficial feet
for each passenger ; and

(72) for a voyage ofless than 12 hours duration, 15 superficial feet for
each passenger ; and

- (b) the area of deck space considered fit and proper for the accommoda-
tion of passengers, other than saloon or cabin passengers, shall he—

(¢) for a voyage of more than 12 hours duration, 9 superficial feet for
each passenger ; and

_ (#) for a voyage ofless than 12 hours duration, 6 superficial feet for
each passenger. .

33. In undecked or open vessels the number of passengersshall be ascer-
tained by dividing the area of well space, considered by the surveyorasfit
and proper accommodation for passengers, by 4 subject to the following
conditions—

(a) the height of the top of the gunwale, covering board, wash strake
or upper edge of the half deck at side above the floor boards shall not be
less than— oo

(t) 2’ 6” in vessels under 20’ in length;

(it) 2' 9” in vessels 20’ in length but not
exceeding 40’ ; and

(it) 3’ 0” in vessels 40’ in length and over.

(b) floorboards shall be provided throughout the length of the vessel to
the satisfaction of the Surveyor;

(c) the space occupied by machinery and fuel tanks shall be separated -
from the space allotted to passengers by suitable bulkheads whichshall be
watertight, and the machinery if covered by wooden coversshall have such
covers lined by a suitable fire resisting material. Moving parts of the
machinery which are not otherwise covered shall be fitted with suitable
guardsto the satisfaction of the Surveyor;

(d) the total number of persons which may be carried (including the.
crew) shall not exceed two per foot length of the vessel’s length, norshall
the numberof passengers exceed the seating space provided which shall
becalculated by dividing the length ofeach continuousfixed seat by 1.5; and

(e) the total numberof personscarried (including the crew) shall not in
any case exceed 100, except in thecase of vessels which are designed and
constructed as passenger ferries and are operated on voyages not exceeding
one hour.

34.—(1) The number of passengers allowed to be carried on vessels
designed and constructed and operated as ferries on voyages not exceeding
one hour shall be the area of the clear deck space available divided by three.
Wherefixed seating is provided the measurement of the clear area may be
taken to the back of such seats.

_ (2) Forevery six superficial feet of deck space occupied by cargo, animals
or other goods, one passenger shall be deducted from thetotal allocation,
if the space so occupied has been included in the measurementfor the number
of passengers.
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35.—(1) In decked vessels the number of persons the vesselis certified to
cavry shall be permanently marked in three separate parts of the vessel where
‘such number maybe clearly read by the passengers on board. The form of
such notice shall be as follows—

“This vessel is certified to carry-not more than........persons”

(2) In undecked or open vessels such notice need only be displayed in one
conspicuous part of the vessel where it may be readily inspected by the
passengers.

36. Class IV ships shall not carry cargo or storeson top of their sun deck
but may, however, carry life-saving appliances with the approval of the
Surveyor.

37. Fuel oil or petrol shall not be carried in open containers.

38. Toilet and lavatory accommodation, fresh water supply, cooking and
other facilities shall in the opinion of the Surveyor, be sufficient for all
persons taking into account the length of the voyage intended.

39. In decked vessels, rails or other means shall be provided to prevent
persons from falling overboard or down below.

40. Steering arrangements shall be such that the helmsman hasat all times
a clear viewfor safe navigation.

+1. No petrol or fuel oil tank or other container on board any Class IV
ship shall be opened,filled or emptied whilst any machinery is in operation
or in the presence of any openfire,artificial light or heat, exceptelectric light.

Part VI.—Surrs oF Ciasses V, VI anp VII

_ 42. The provisions of this Part of these regulations shall apply to ships
of Classes V, VI and VII. —

43.—(1) Ships of Classes V, VI and VII shall not carry more than twelve
passengers of any class. If, however, the owner desires to carry deck
passengers between ports within the home tiadelimits, he shall apply to the
Surveyor for the issue of a Deck Passenger Certificate. Such certificate
shall only be issued subject to the provisions of this Part.

(2) A Deck Passenger Certificate shall be in such form as may beprescribed
by the Minister.

44.--(1) In every ship to which this Part'applies, deck passengers shall
onlybe carried in spaces or in positions on deck which, in the opinion of the
Surveyor, are fit and properfor that purpose. 1

(2) Deck passengers shall not be carried in spaces belowthe weather deck
unless the Surveyoris satisfied that such spaces are adequately lighted and
ventilated.

(3) Under no circumstances shall deck passengers be carried on a fore-
_ castle deck or within one-eighth of the ship’s length of the stem.

_ (4) The space for the accommodation of deck passengers shall be measured
in a mannersimilar to that described in paragraph (3) of regulation 12.



45. Sanitary arrangements, ventilation, lighting, access, shelter, cooking
and toilet facilities for deck passengers in ships to which this Part applies,
shall not form part of similarfacilities for the crew ofthe ship or for passengers
other than deck passengers, andshall be to the satisfaction of the Surveyor.

46.—(1) The number of deck passengers that may be carried in ships of
Classes V, VI and VII shall be determined by dividing thecleararea of deck
space considered fit and proper for the accommodationof such passengers
by nine.

(2) In every ship to which this Part applies, the statutory rules and regula-
tions regardinglife-saving appliances must be complied with.

(3) If stores, animals or cargo are carried in any space so measuredfor the
accommodation of deck passengers, one deck passenger shall be deducted
for every nine square feet of space so occupied.

47. Whilst such ships are carrying deck passengers a clearly legible painted
notice in the followingterms shall be displayed in a conspicuous position-
where it may be read by all deck passengers—

 

 

“The deck from this mark to and from

to nt

sisinnennanteecntetcs

esis certified

for the carriage Of oesmsnnummnmeCk passengers, when not occupied
by cargo, stores, animals or other encumbrances.

“Whencargo, stores, animals or other encumbrancesarecarried in this
space the number of deck passengers is to be reduced by one for ever

: 9 ‘ - y9 square feet of space so occupied.

48, In every ship to which this Part applies, extra labour carried on board
and employed by the owner solely for the purpose of loading, discharging
and maintaining the ship, may be accommodated on deck, but if they are'so

- accommodated their numbershall not be included in the numberof deck pas-
sengers carried. Such labourshall nothe carried in the space measured for
deck passengers unless there are no deck passengers on board. Such labour
shall however be taker. into account when determining the total number of
personsthe ship may carry in view ofthelife-saving appliances available.

49.—(1) No ship to which this Part applies shall carry dangerous goods
either above or below decks except in accordance with the recommendations
contained in the “Report on the Carriage of Dangerous Goods and Explosives
in Ships” issued by the Ministry of Transport of the United Kingdom,

(2) Every such ship, if carrying dangerous goods or explosives in accor-
dance with the recommendationsas aforesaid, shall not carry déck passengers
or extra labour accommodated on deck, unless the accommodation for such
personsis so situated as to be at a distance ofnotless than fifty feet fromsuch
dangerous goods if stowed on deck, or nearer than fifty feet to any hatchway
over a hold containing such dangerous goodsorto any unprottctedinlet or
outlet of any ventilation system connected to such hold. Provided that the
Government Inspector of Shipping may, if he thinksfit, exempt any ship
from the provisions of this paragraph in the public interest or, for the
purposes ofemergencyin which the naval, military or police force is connected.
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50. For everysurvey for the issue of a Deck Passenger Certificate under
this Part, the owner, agent or mastershall pay half the fees prescribed for the
issue of a safety-equipmentcertificate laid down in the Merchant Shipping
(Fees) Regulations, 1963 : Provided that if the survey for a Deck Passenger
Certificate is carried out at the sametime as the survey for a safety-equipment
Certificate or a qualified safety-equipmentCertificate, only one-quarterof the
fees for the two services shall be paid.

Part VII.~-C1Lass VIII Surps

51. A Class VIII ship shall, not be allowed to carry passengers of any
description. If owners of such ships desire them to carry passengers, the
ship shall be presented for survey and be re-classed.

Parr VIIT.—MIsceLLaNEous

52. In every ship to which these regulations apply, and which carries deck
passengers, there shall be provided weather-proof shelter sufficient for the
total number of deckpassengers carried. Such sheltermaybe supplemented,
if adequate, by sloping canvas tents adequately secured and screened to the
satisfaction of the Surveyor.

53.—(1) Wherethere are deck houses and the space betweenthesideofthe
deck house and the bulwark or rail is less than two feet six inches in width,
such space shall not be measured for passengers.

(2) Passages shall not, in general, be measured’ for passengers. Where,
however, a ship has exceptionally wide passageways and the Surveyorconsi-
ders that a part of them might properly be measured for passenger accommo- .
dation, he shall submit particulars to the GovernmentInspectorof Shipping
for instructions. —

54.—(1) Notwithstanding anything contained in these regulations, a
Surveyor may refuse to recommendthe grant of any form of Passenger Certi-
ficate if, in his opinion, the ship concerned is of such design or construction
as to be unsafe for the carriage of passengers.

(2) A Surveyor shall not state in his declaration that a ship is fit to carry a
specified numberofpersons unless heis satisfied that the ship has sufficient
stability and freeboard to carry that numbersafely. If there is any doubt
about this the Surveyor may reduce the number of persons that may be
carried to what, in his opinion, is a safe number. If necessary the surveyor
may order an inclining experiment to be carried out to find the transverse
metacentric height and the angle of heel which might occur with two-thirds
of the passengers distributed on one side of the ship and one-third on the
other. For the purpose of this experiment the ship shall be assumedto be
in the worst stability condition likely to be experienced on the intended
service and the passenger shall each be represented by a weight of 140 Ibs.
congregated at three square feet_per person on the uppermostdeck or decks.
to which they have access. The centre of gravity of the passengers should be
taken ata height of two feet six inches above the deck, in the case of a
decked vessel, and one foot above the seat in the case ofan open boat.
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__ 99. Every ship on which these regulations apply shall be provided with Fire-fightingfire-fighting appliances in accordance with the provisions of the Merchant ppliances.Shipping (Fire Appliances) Rules, 1963. If any such ship is carrying deckpassengers which necessitates the erection of additional temporary cookingPlaces, or if deck passengers are accommodated on top of any hatchway, orare protected by canvas tents or temporary wooden structures, the Surveyormay require additional portable fire extinguishers to be madeavailable in’ ornear to such cooking places, tents or structures.

56. The master of every ship of ClassI, Il, V and VI shall, prior to sailingfrom every port, prepare a list of the passengers which the ship is taking tosea. A copyofthis list shall be deposited with the owner or agent and oneother copy retained on board for production to any Collector of Customs,Police Officer, or Surveyor who may demand the same. ‘The copy retainedon board shall be keptfor at least three months whilst the owner’s or agent’scopy shall be retained for six months before being destroyed.
57, ‘The owner, agent or master of any ship in respect of which any of the Passengerprovisions of these regulations are contravened, shail be guilty of an offence lists. -and shall on conviction be liable to a fine of one hundred pounds orto impri-sonmentfor six months or to both such fine and imprisonment.

Mabeat Lagos this 25th day of July, 1963.

R. A, Njoxu, .
Federal Minister of Transport

ExpLaNatory Nore

These regulations lay down the conditions under which ships of different
classes may carry passengers to ensure the safety and welfare of such
passengers.

 

L.N. 89 of 1963

MERCHANT SHIPPING ACT, 1962
(1962, No. 30)

Merchant Shipping (Fees) (Amendment) Regulations, 1963
Commencement : 25thFuly, 1963

In exercise of the powers conferred by section 427 of the Merchant Shipping Act,1962 and bysection 22 of the Interpretation Act, and ofall other powers enabling himin that behalf, the Federal Minister of Transport hereby makes the following regulation =
1. The Merchant Shipping (Fees) Regulations, 1963 (hereinafter referred to as“the principal regulations”) is amended by deleting the words “registry anew, transfer

ofregistry,” from paragraph (1) (6) of Part X of the principal regulations.
2. This regulation may be cited as the Merchant Shipping (Fees) (Amendment)Regulation, 1963.and may be cited together with the principal regulations as the Mer-chant Shipping (Fees) Regulations, 1963.

"Maneat Lagos this 25th day of July, 1963. !
- R. A. Nyoxv,

Federal Minister of Transport


